PENDIX MIDI 3000, 930 (BBBL), SPOT, BLACK
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TECHNICAL SPECIFICATION

Product Code
Colour

Control

CRI light colour
Delivered lumen output Im
Driver

EEI

Light distribution
Lightsource
Mains input voltage
Measurements A
Measurements B
Measurements C
Measurements D
Measurements E
Mounting
Position
Lifetime
Protection

Start Time
System power W
Unit

Weight

ITAB Lighting

Europe, Asia, Middle East
Phone: +46 910 733 790
info@nordiclight.se

0 Pitka kayttoika, kevyt

O Minimalistinen, sylinterimainen muotoilu
0 Saatavana eri kokoisina ja eri kirkkauksilla.
0 Saatavana valkoisena, mustana ja harmaana

0 Ruiskuvalettu alumiininen valaisinrunko, optimaalinen
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Black
On/off

930 (BBBL)
2709

Built in

E

Spot

LED COB
220-240V
104

170

104

204

m
Suspended
Fixed

L80 B10, 50.000h
IP 20, class |
Instant

18,4

mm

1,4

ITAB Lighting

North America
Phone: +1 614 421 8419
na@nordiclight.se

A8

f
D
B
— A
A=104mm C=104mm E=111mm
B=170mm D=204mm
Spot Medium Flood Wide Flood
16° 29° 40° 60°
m 2] m ] m 1) m o
10 031 |10 052 |10 076 10 116
20 062 20 1.05‘ 20 152 20 232
[ 8 | &8 | & | NN

Please note that this product sheet is
for a specific product and colour. The
pictures may show examples of other

available colours



