STRAIGHT IV CHECKOUTS A,

A L X

TECHNICAL SPECIFICATION

Dimensions HXLXW mm

Weight kg
Certifications

Voltage

Operating temperature
LED light

Options
Packing area alternatives
Payment options

Ergonomic norms
Customisable
Installation

Scanners

Operating conditions

ITAB HQ Sweden
Phone: +46 36 3173 00
info@itab.com

Kehitetty vastaamaan saksalaisia ergonomiastandardeja
Tyoskentelyasento seisten tai istuen

Eri vaihtoehtoja koristeluun

Eri asetteluvaihtoehtoja: yksittainen kassa, tandem-kassa,
pikakassa ja infopiste

Integrointi kassanhallintajarjestelmiin, tupakkakaappeihin ja
impulssihyllyjen sijoitteluun

H (845/960/990) x L (2795-10430 ) x W
(745-2070)

ca. 220kg (max.)
CE

230VAC 50Hz
+5to +35°C

Yes

left/right, wide/narrow packing bay,
Single/Tandem

wide/narrow packing bay

preparred for most common payment
options

LV20

Yes

indoor

preparred for most commmon scanners
Indoor, max.70%

Local contact Please note that this product sheet is
Please visit for a specific product and colour. The
www.itab.com/contact pictures may show examples of other

available colours



